
Quad has always prided itself as providing the 
complete solution to music lovers. Each Quad 
component marries perfectly to other parts of 
the hi-fi system and is designed with one target 
– to be ‘The Closest Approach To The Original 
Sound’.

Quad S Series loudspeakers fulfil that objective 
admirably. Sporting a new ribbon treble unit 
al igned, through sophist icated crossover 
networks, to Quad’s advanced bass-midrange 
drivers, each and every loudspeaker in the 
range delivers all the nuances and passion of the 
original performance.

It may surprise you to learn that Quad’s first, 
ever, loudspeaker was a Corner Ribbon, designed 
in the mono days of 1949. Back then ribbon 
drivers were delicate affairs, easily prone to 
burning out if overpowered.

S Series’ ribbon, you will be glad to learn, is 
fully the product of today’s advanced technology. 
The ribbon itself is a sandwich construction, 
making it robust enough to handle high powered 
amplifiers, and is fully immersed in a powerful 
magnetic field so that it accomplishes its dual 
role of being both the ‘voice coil’ and the sound 
radiator.

As well as delivering excellent transient response 
and superb musical detail, the sound from this 
ribbon is smooth right up to the highest musical 
overtones beyond the limits of human hearing.

Controlled directivity maintains this sound 
quality over a wide horizontal arc to cover all 
listeners whilst vertical dispersion is tailored to 
avoid floor and ceiling reflections resulting in 
the purest high frequency performance at the 
listening seat.

Similar purity is available from the woven Kevlar 
coned bass-midrange units supported, in the 
floorstanding speakers, by bass units that extend 
the response down to reach the fundamentals of 
orchestral instruments thanks to multiple ABRs 
on the cabinet’s rear panel.

Whatever your musical taste you will find that 
Quad S Series speakers create a believable 
musical presence in your listening room that will 
have you discovering your music collection anew. 

S SERIES



SPECIFICATIONS:

*The right is reserved to alter performance, specifications and appearance as required.
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S SERIES

Model  S-1  S-2  S-4  S-5 S-C

General description 2-way bookshelf speaker 2-way bookshelf speaker
3-way floorstanding 
speaker

3-way floorstanding 
speaker

2-way centre speaker

Enclosure type vented box loudspeaker vented box loudspeaker ABR ABR vented box loudspeaker

Transducer complement 2-way 2-way 3-way 3-way 2-way

ABR 125mmx2 165mm x3

Bass driver
125mm Woven Carbon 
fibre Cone

165mm Woven Carbon 
fibre Cone x2

100mm Woven Carbon 
fibre Cone x2

Midrange driver
4"(100mm)woven Kevlar 
cone

5"(125mm)woven Kevlar 
cone

100mm Woven Carbon 
Fibre Cone

125mm Woven Carbon 
fibre Cone

Treble driver 12 x 45 mm True Ribbon 12 x 45 mm True Ribbon 12 x 45 mm True Ribbon 12 x 45 mm True Ribbon 12 x 45 mm True Ribbon

AV shield No No No No No

Sensitivity (2.83V @ 1m) 84dB 87dB 88dB 90dB 86dB

Recommended amplifier 
power

25-100W 25-100W 25-100W 25-100W 25-100W

Peak SPL               96dB 98dB 100dB 105dB 97dB

Nominal impedance 8Ω Compatible 8Ω Compatible 6Ω 6Ω 8Ω Compatible

Minimum impedance 4.2Ω 4.5Ω 3.5Ω 3.2Ω 4.4Ω

Frequency response 
(+/-3dB)

58Hz ~ 20kHz 48Hz ~ 22kHz 44Hz ~ 23kHz 42Hz ~ 23kHz 65Hz ~ 20kHz

Bass extension (-6dB) 55Hz 37Hz 37Hz 35Hz 60Hz

Crossover frequency 3.2kHz 3kHz 520Hz & 3.9kHz 570Hz & 3.2kHz 2.8kHz

Cabinet Volume (in litres) 10.7L 8.15L 47.0L 72.4L 12.8L

Height (on plinth)  285mm 330mm (870+55)mm (1070+55)mm (160+5)mm

Width                                  
  

156mm 180mm 180mm 205mm 400mm

Depth (with terminals)  (240+30)mm (260+30)mm (300+30)mm (330+30)mm (200+30)mm

Carton size 448*345*385mm 496*365*430mm 1055*424*308mm 1265*454*333mm 495*304*258mm

Net weight 5.2 KG 6.1 KG 16.4 KG 21.85 KG 6.3 KG

Gross weight 12.12 KG 14.32 KG 22.24 KG 28.90 KG 8.36 KG


